DATE: 20-May-03 152l

PROJECT DESCRIPTION EQUIPMENT LIST *B' ML/TERED SERVICE PEDESTAN DETAILS
NOT TO SCALE
B. Equipment to be Furnished and/or installed by the Contractor
PROJECT DESCRIPTION ONE PIECE COVER
Item No [tem Code Quantity Description TOP/FRONT/SIDE
THIS PROJECT INVOLVES THE INSTALLATION OF A SINGAL SYSTEM CONTROLLER, 1001 100000 3 EA Malntenance of Trafflc HINGED —_
VIDEO DETECTION, AND THE REPLACEMENT OF TWO SIGNAL HEADS AT THE ; 5 [ = ——
GUILFORD ROAD/DORSEY RUN ROAD INT
CULFORD ROAD IS ASSUMED T0 RUN IN AN EAST-WEST OIRECTON, ~8090- 8037 800000 807202 | EA F & | Metered Service Pedestal METERING %
DORSEY RUN ROAD IS ASSUMED TO RUN IN A NORTH-SOUTH DIRECTION. 8000 800000 | EA Install Master Controller and Cablnet - Base Mount COMPARTMENT =
p02j 8600 || 800000 40 LF 7 F & | Electric Cable - | Conductor Ne—6—AW#:6:-(No. 4 A.W.G.) [  HANDLE ON \ |
86009, — 800000 20 LF F—8—#8AWG—Greund—ECable- F & |#6 AWG Ground Cable _'1 OTHER SIDE
INTERSECTION OPERATION 800| 800000 Il CY Concrete Foundation = T
8014 87300I |EA Remove and Dispose Existing Equipment _"_""I_l I' = _IZ:::::W_- |
THE INTERSECTION SHALL OPERATE IN A NEMA FOUR-PHASE FULL-TRAFFIC 8024 8050 50 LF F & | | Inch Electrical Conduit - Galvanized Sleeve | NG | | N\ L
ACTUATED MODE, WITH THE DORSEY RUN ROAD APPROACHES RUNNING IN A 8029 805118 350 LF-396—F F & | 4 Inch Schedule 80 Rigid PVC Condult - Bored < ST I | O | SECTION - PN
SPLIT-PHASE CONDITION. 8030 805125 180 LF 450 F & | 2 Inch Schedule 80 RIgld PVC Condult - Trenched i | | T N
803l 805135 50 LF 256+ F & | 3 Inch Schedule 80 RIgid PVC Condult - Trenched i H | | Bnake \
THE SIGNAL SHALL BE INTERCONNECTED TO THE EASTBOUND MD 32/DORSEY RUN 8032 805140 200 LF F & | 4 Inch Schedule 80 Rigld PVC Condult - Trenched T X | =/0)
ROAD AND THE WESTBOUND MD 32/DORSEY RUN ROAD SIGNALIZED INTERSECTIONS -8038-80." 807400 ! | EA —F-8—-Eloetrlea-UtiHty- Service—Equipment 120/240- Volts 60- AMPSL-"" " T | | ‘ 1\1\
TO THE SOUTH. 804l 810550 4 EA F & | Microloop Probe, 500 FT lead In Cabie ¥ i AN
8045 812002 3 EA “4FEA— F & | Electrical Handhole * o 1 L 1y ——3\9—*\— 14.5° 13* |g
CONTROLLER REQUIREMENTS 8048 813015 24 SF Install Overhead Signs |
8049 METER COVER (PULL SECSON (WEATHERPROOF
816005 4 EA F & | Video Detection Camera iN_OPEN POSITION
INSTALL A FULL TRAFFIC ACTUATED, EIGHT-PHASE MASTER CONTROLLER IN 8050 816005 4 EA F & 1250" Foot Video Cable to Controller COVER IFPIRCE) COVER IN PLACE) — -
PROPOSED NEMA 6 BASE-MOUNTED CABINET. 8070 860270 6 EA F & | 8 Inch Vehlcular Traffic Signal Head Section y 12.25"
807l 860272 16 EA F & | 12 Inch Vehicular Traffic Signal Head Section I /
THE PRESENCE AND SAMPLING DETECTION REGIONS SHALL BE MONITORED/ 8073 861107 400 LF F & | Electrical Cable - 5 Conductor (No.l4 AWG) N CAEJT‘E%
ACTUATED WITH VIDEO-DETECTION CAMERAS. THE ADVANCED DECTION REGIONS 8080 861108 1200 LF F & | Electrical Cable - 7 Conductor (No. |4 AWG) / |
| ¢ | 1] SOCKET |, FABRICARED FROM .25 ALUMINUM SHEET STOCK
SHA 8083 102 Cut Signal {Loop Detector)
LL BE MONITORED/ACTUATED WITH MICROLOOP PROBE DETECTORS. 862 130 LF F & | Saw Cu or olg P 4 SYPASS E/ GND p ELECTRICANLY WELDED AND REINFORCED WHERE REQUIRED.
e . / ' 2. CONSTRUCTION WILL BE NEMA 3R, RAINTIGHT.
EQUIPMENT LIST ‘A EQUIPMENT LIST *C BLOCKS 3. ALL NUTS, BOINS AND SCREWS SHALL BE STAINLESS STEEL.
c. Equipment to be Remove and Discard \ 4. NUTS, BOLTS & SQREWS WILL NOT BE VISIBLE FROM OUTSIDE
. . the Adminstrati OF ENCLOSURE. |
A. Equipment to be Furnished by o minstration All removed equipment shal! become 5. NAMEPLATES WILL BENPROVIDED AS REQUIRZD.
Item N . the property of the contractor. W < 6. CONTROL WIRING WILL BR\MARKED AT BOfH ENDS BY
em No. Item Code Quantity Description LY f A I PERMANENT WIRE MARKERS
971017 | EA Master Controller and NEMA Size 6 EQUIPMENT LIST 'D" 1 7. A PLASTIC COVERED WIRING WAGRAM” WILL BE ATTACHED TO
Cablnet 1207240 VOL 0 1 BLANK) THE INSIDE OF THE FRONT DOOS
973023 24 SF Sheet Alumlnum Signs | PHASE N 8. ENCLOSURE WILL BE FACTORY MIRED AND CONFORM TO
900000 | EA Video interface Equipment (I to 4 D. Equipment that is to be returned +o the Administration 3 WIR 60 -~ (BLANK) REQUIRED NEMA STANDARD |
Cameras) 30 9. ANODIZED AFTER FABRICA¥ON, IF SPECKIED.
NONE 7 (BLANK) -
57 (BLANK) /r ONT OF CABINET
3" CLEARANCE NEOPRENE GASKET SHALL BE\PLACED
52 WIRING DIAGRAM . (TYP) BETWEEN CABINET AND FOUNDAYJON
:r“\_____ AN GRADE _ / / GRADE
—-—esx—F @K !, L‘} P PHASE 1 & 6 P R P L
i f] W T 4,
| o A QAT EXTSTING 1 BN~ Ho 4 Line SNe Condult " NO.4 BARS SPACED AT i8"
Ny [ SIGNAL TO PROPOSED T Sl
o y LOCATION. PHASE 2 3. 8™\ . " | CENTER TO CENTER
,‘ I.F,E /—E ! 5 CHANGE D ~ %" I?IA. X 18" LONG ANCHOR BOLT
| NE - ﬁ%l_ GROUND ROD SHA W/4" TOE
= BE 74' x 10" ANB N CONCRETE SHALL BE POURED AGAINST
R | R[] PROJECT 210 1 UNDISTURBED GROUIND.
ML YSNE G ABOVE FOUNDATION.
G H
y/" CHANGE S/ Y\—i L~ | NO- 5 BARS HORIZONTAL
4 a8 /’ H / N
p 3" CLEARANCE
RELOCATE 488 W vy Lt NOTE:
RELOCATE EXISTING < T IF CABINE]/DOOR FACES EXISTING .
EXISTING gégggéEgo FLAS OPERATION \FDP\ OR PROBOSED SIDEWALK AREA, 4 SCH 0 PVC UTILITY '
géggggEgﬂ T LOCATION. ~ pod STANDING PAD PORTION W | R
LOCATION. < — OF FOUNDATION. ANCHOR BOLTS 14" 3.5"
WIRING KEY s« s e 1 8 9 10 ALL BE FURNISHED AND INSTALLED NI
S.T _ ® ® BY THE CONTRACTOR, AND APPROVED 9 -
A,B,C,D  VIDEO DETECTOR LEAD-IN CABLE - — i 5
g g g 8 g 3@_ e?o g BY THE OFFICE OF TRAFFIC AND SAFETY. ‘ —\ = 2 T -5
ML 12 PAIR JELLY-FILLED INTERCONNECT S e O & 3 &S (s .65 IF\ iy |
CoSeT CABLE (NO. 19 A.W.G.) . o 2qr 145 ] QY
PHASE 2 & 5 R R R R 3 R G l H I 3 s 6.5" : / Q |
F,G,H,l  MICRO LOOP LEAD-IN 2 & 5 CHANGE R (R [ e [ w [ R e [ m v [ [ P ’ —L | Al N i + 5
[ LINE/LOAD SIDE ,
PHASE 2 & 6 R R R R R R G G G G G l H 24 L ;ggEgTAL DIVIDER :_ _______ iyl t
' —NE—HE—AWG— 2 & 6 CHANGE R R R R R R Y Y Y Y v ‘ l | 12.25
M¢N.O R T - : 3* CUSTOMER = '
Go— OF R BREXWKALE | %4 BARE—COPRER—GROUND——— | il PR R ee e O R R R IR K 24| CONDUIT STYB-OUTS | # ST
\ g‘%‘%m WARE— 3 CHANGE R R R Y Y Y R R R R R —_:_ SG'OZ
! ' ¥ XX PHASE 4 4__2 hg G R R R R R R R R _"L_
B s, A T M.N %4 XB ELECTRICAL CABLE + ornee R R e[ R [ R e |k & bt - MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
Q:R.T.U.V I O 6 XE BARE COPPER GROUND . ») Office of Traffic & Safely
A+B.C, ke FLASHING OPERATION FL/R| FL/R| FL/R| FL/R| FL/R| FL/R | FL/Y | FL/Y | FL/Y | FL/Y | FLZY |*[—[T
SIR.T 3 WIRE - TRAFFIC ENGINEERING DESIGN DIVISION
\ P.O,R. 7 CONDUCTOR ELECTRICAL GENERAL NOTES AND PROPOSAL ITEMS
o S,T,U CABLE (NO. 14 A.W.G) o DORSEY RUN ROAD AND
- WHITNEY — CONSULTING GUILDFORD ROAD
T V. W, 5 CONDUCTOR ELECTRICAL BAILEY 549 EARMOLNT AVENU
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